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^ (57) Abstract: The invention relates to a method that permits the determination of a steering-wheel torque for the steering wheel of 
fS| a motor venicre. A steering angle is predefined by the driver for the steered wheels by means of the steering wheel. A steering torque 

Othat represents the forces on the vehicle axis acts on the steering wheel. According to the invention, a manual torque (M.desiied) is 
^ detennined using at least one axle model The manual torque is then superimposed on the steering-wheel torque (M.actual). 
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Zur Erkldrmg der Zweibuchstaben-Codes und der anderen Ab- 
kUrzungen wird auf die Erkldnmgen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder regtddren Ausgabe der 
per -Gazette verwiesen. 



(57) Zusammeiifassuiig: Bei einem Verfahien wird ein Lenkradmoment fUr das Lenkrad eines Kraftfahizeugs besdmniL Dabei 
wird dutch den Fahrer ein Lenlcwinkel filr gelenkte RSder Uber das Lenkrad vorgegeben. Bin die KrSfte an der Fahrzeugachse leprfl- 
sentierendes Lenkmoment wirkt am Lenkrad. Hrfindungsgemass wird dabei anhand wenigstens eines Achsmodells ein Handmoment 
(M.soll) ennittelt. Das Handmoment vnrd dann dem Lenkradmoment (MJst) tiberlagert. 



